DGC 7845 HC Pro
Kompaktny konvektomat s pripojkou Cerstvej a odpadovej vody
na pripravu v pare, pecenie, vyprazanie, s bezkablovym teplomerom + HydroClean.

EAN: 4002516632597 / Cislo materidlu: 12100680 / Cislo starého materidlu: 23784538D

Vyhotovenie

Farba pristroja Grafitova siva
Prevedenie a dizajn
Konvektomaty o
VitroLine o
Uzivatelské vyhody
Rychloohrev °
Predohrev °
Externa tvorba pary °
* Velky displej so senzorom Klimaticky senzor °
priblizenia — M Touch + Ingividuélne moznosti nastavenia vinkosti pri kombinovanej
MotionReact priprave
e Perfektné wsledky — technoldgia Priprava menu bez prenasania chutf o
pary DualSteam Mix & Match °
e Zvonku chrumkaveé, vnutri Pokrmovy teplomer bez kabla
&tavnaté — kombinovand priprava Alutomatick,é programy s individualnym prisp&sobenim °
) Y vysledku pripravy
¢ Miele@nhome — spotrebic s = -
pripojenim na WiFi + Mix & Match Udmayamg teploty :
, .. j Funkcia Crisp .
e ['ahke dCistenie — HydroClean a . PO
nehrdz. nerezovy ohrevny priestor Prevadzkove. sposoby
Rozmrazovanie °
Automatické programy °
Automatické programy Specifické pre krajinu °
Kombinovana priprava jedal °
Kombinovana priprava jedal s horticim vzduchom plus °
Kombinovana priprava jedal s hornym/spodnym ohrevom °
Kombinovana priprava jedal s velkym grilom o
Priprava jedal v pare °
Sous-vide °
Ohrev °
Pecenie Gourmet °
Rezimy grilovania °
Giril °
Maly gril °
Horuci vzduch plus °
Intenzivne pecenie .
Mucniky Special °
Horny/spodny ohrev °
Horny ohrev °
Spodny ohrev °
Giril s cirkulaciou vzduchu °
Hortci vzduch Eco °
Priprava v pare Eco o
Nahrievanie tanierov 4
Specidine pouzitia o
Komfort pri obsluhe
Pripojenie k Miele@home °
Displej M Touch
Priblizovaci senzor MotionReact °
MotionReact: pri priblizeni sa zapne svetlo o

more information you can find here:
http://www.miele.com


http://www.miele.com
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MotionReact: pri priblizeni sa rozsvieti displej °
MotionReact: potvrdzovaci signalizaCny ton pri priblizeni o
MotionReact: rozpoznanie nabytkovej Celnej steny °
SoftOpen °
SoftClose °
MultiLingua o
MyMiele °
Napoveda °
Motoricky vysuvny panel .
Priprava nezavisla od mnozstva °
Priprava v pare az na 3 Urovniach sucasne .
Automaticka priprava menu °
Redukcia pary pred ukoncenim programu °
Polyfénne signaline tony .
Zobrazenie denného ¢asu °
Zobrazenie datumu °
Kuchynsky budik °
Programovanie zaliatku pripravy o
Programovanie konca pripravy o
Programovanie trvania pripravy o
Indikacia aktualnej teploty °
Indikacia pozadovanej teploty °
Signalny tén pri dosiahnuti pozadovanej teploty °
Navrhovana teplota °
Vlastné programy o
Program Sabat °
Individuélne nastavenia °
Hospodarnost a udrzatelnost

Trieda energetickej ucinnosti (A+++ — D) A+
Komfort pri udrzbe

Nerezovy ohrevny priestor s lanovou Strukturou °
Odklopitelné ohrievacie teleso grilu °
Externy vyrobnik pary °
HydroClean °
Programy udrzby °
Udrzbovy program odmod&enie °
Udrzbovy program oplach .
Program su$enia ohrevného priestoru °
Rychloupinace pre postranné mriezky .
\lyberatelné postranné mriezky °
Odvaprovanie .
Dvierka CleanGlass .
Parna tech./zasobovanie vodou

DualSteam °
\Wykon vyrobnika pary v kW 3,30
DirectWater plus °
Sitko v odtoku °
Bezpecnost

Systém ochladzovania pristroja so studenou ¢elnou stranou e
Bezpecénostné vypinanie °

Zablokovanie uvedenia do prevadzky °
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Systém ochladzovania vyparov

Zablokovanie tlacidiel
Technické udaje

Objem ohrevného priestoru v | 47
Pocet Urovni zasunutia 3
Ozna&enie Urovni zasunutia °
Doraz dvierok dolu
Osvetlenie ohrevného priestoru BrilliantLight
Min. teploty pri peCeni v rure v °C 30
Max. teploty pri peceni v rdre v °C 230
Min. teploty pri priprave v pare v °C 40
Max. teploty pri priprave v pare v °C 100
Min. Sirka vyklenku v mm 560
Max. Sirka vyklenku v mm 568
Min. vyska vyklenku v mm 450
Max. vySka vyklenku v mm 452
Hibka vyklenku v mm 550
Rozmery pristroja (8 x v x h) v. mm 595 x 456 x 569
Sirka pristroja v mm 595
\/ySka pristroja v mm 455,5
Hibka pristroja v mm 568,5
Hmotnost v kg 40,1
Celkovy prikon v kW 3,40
Napatie vo V 230
Frekvencia v Hz 50
Istenie v A 16
Pocet faz 1
Pripojovaci kabel so sietovym konektorom °
Dizka elektrického vedenia v m 2
Dizka privodovej hadice vody v m 2,0
Di¥ka odtokovej hadice vody v m 3,0

\lymena Zziarovky
Dodavané prislusenstvo

Servisna sluzba

Univerzélny plech s Upravou PerfectClean HUBB 71

Rost na pecenie s Upravou PerfectClean HBBR 71

Plnovysuv FlexiClip s Upravou PerfectClean HFC 71 (par)

Bezkablovy pokrmovy teplomer

\lyberatelna postranna mriezka (par)

Perforovana nerezova naparovacia miska

Neperforovana nerezova naparovacia miska

Cistiaci prostriedok HydroClean
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Odvapriovacie tablety
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Dostupné jazyky displeja
Dostupné jazyky displeja prostrednictvom MultiLingua
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bahasa malaysia, dansk,
deutsch, english, espanal,
francais, hrvatski, italiano,
magyar, nederlands,

norsk, polski, portugués,
pycckuin, romana,
slovencina, slovenscina,
srpski, suomi, svenska,
tlrkge, ykpaiHcbka, ¢estina,
eNANVIKA, ERREERR, P, BI,
PRI,
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H7000 handle, glass, installation drawings Installation DG, DGM, DGC XL, ESW7x20 installation Installation_DG_DGM_DGC_XL_ESW7x10_EVS7010,

drawings installation drawings
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built-in DG DGM DGC XL build-under, installation drawing

DGC7x45 connections and ventilation 45cm, installation

drawing
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DGC7x4x swivel range of the aperture, installation screw joint DGC XL, installation drawing DGC7x6x X with and without handle side view, installation

drawings drawings



